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Integrated speakers
Our educational panels feature 
integrated speakers, providing clear, 
quality sound for a more immersive 
and effective learning experience in 
the classroom.

Variety of connectors
Wide variety of connectors, 
allowing flexible and easy 
integration with different devices 
for a more dynamic and versatile 
teaching.

Front camera 
 
Equipped with a front camera with 
privacy cover, providing security and 
peace of mind during video calls and 
interactive sessions.
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Display specifications

SIZE 75 in

DIMENSION 1715 x 87 x 1051 mm

VIEWING AREA 1650.24mm(H)×928.26mm(V)

DISTANCE BETWEEN POINTS 0.14325(H)x 0.42975(V) 

BETTER RESOLUTION 3840 (Alto) × 2160 (V) (UHD)

BRIGHTNESS 450cd/m2

CONTRAST 5000:1 (typ.) transmission

VIEWING ANGLE 178°,178°

RESPONSE TIME 10ms

SCREEN COLOR 10-bit/1.07G

BACKLIGHT DLED

SCREEN LIFETIME 50000 hours

SPEAKER 2*8Ω15W

MICROPHONE Range of up to 6 meters

CAMERA Yes

POWER ≤ 230W

VOLTAGE 100 V-240 VAC, 50/60 Hz

WEIGHT 61.8Kg

FACE BUTTONS Power on/off, input, volume +/-, start, back

Operating system

CPU T982, Cortex A55*4

RAM 8GB

ROM 64GB

OPERATING SYSTEM Android 11.0



AD HOC DEVELOPMENTS SL  ·  adocdv.com  ·  info@adocdv.com

 ADOC E750 Pro  
Interactive Panel

Supported formats

AUDIO Admite MPEG1/2 capa I/II, AAC-Lc, AMM....

VIDEO ApoyoMPEG-2/4,AVS,H.264,H.265,TS,Realmedia... 

IMAGE Admite JPG, BMP, PNG

COMPATIBILITY Windows®, macOS®, Linux Ubuntu®, Android

Connectivity

WIFI 802.11Wifi6 A/B&WXPEAP/EAP_GTC

BLUETOOTH 5.0

LAN ALÁMBRICA 10M/100M/1000M

Front ports

USB TOUCH 3.0 2, USB-A 3.0*2, HDMI INPUT*2, Type-C * 1 65W, mini jack * 1

USB-A 3.0 2, 

HDMI 2.0 4K 60HZ INPUT 2

USBC TIPO C 1 (65W)

MINI JACK 1

Power

VOLTAGE 4.75V~5.25V

STREAM ≤300mA 

WORKING TEMPERATURE -10ºC~50ºC
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Rear ports

HDMI 2.0 4K 60HZ INPUT 2

HDMI OUTPUT 1

LAN INPUT 1

LAN OUTPUT 1

RS232 1

OPTICAL OUTPUT 1

YPBPR INPUT 1

AV ENTRANCE 1

AV EXIT 1

MIC INPUT 1

3.5MM HEADPHONE JACK 1

 VGA AUDIO INPUT 1

VGA INPUT 1

DP INPUT 1

TF CARD 1

TOUCH USB 3.0 1

USB TO 3.0 1

USB TO 2.0 1

USB C 1

SPIF 1
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Touch Configurations

LIGHT SENSOR Yes

TOUCH TYPE Incorporated

WRITING METHOD Finger, pen style and other object more than 3 mm

POINTS OF CONTACT 20 points

TACTILE PRECISION Average area less than 1 mm, edge less than 3 mm

RESPONSE TIME 4.2 ms

PEN TIP 3mm-7mm

TOUCH RESOLUTION 32768*32768

TOUCH THE TIME Limitless

TRANSMISSION SPEED 480Mbps

SCAN FREQUENCY 200Hz/S

CONNECTION PORT USB Female + UATR Type A

DRIVER The system automatically recognizes it, no driver needed

OS Supports windows7/10, Android, Mac OS, Linux

Accessories

POWER CABLE X 1

USB TYPE B CABLE X1

HDMI CABLE X1

WARRANTY CARD X1

CERTIFICATE X 1

REMOTE CONTROL X 1

STYLING PEN X 2

WALL MOUNT X 1
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Dimensions


